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HOOD ASSEMBLY CONSISTS OF:

- 1x HOGOD + COVER: PBT UL 94 V-0, BLACK

- 1x PRESS INSERT: PBT UL 94 V-0; BLACK

- 2 x JACKSCREWS: BRASS; NICKEL PLATED

- 2 x SCREW FOR STRAIN RELIEF: STEEL; ZINC PLATED
- 1x COVER SCREWS: STEEL; NICKEL PLATED

- 1x STRAIN RELIEF: STEEL; NICKEL PLATED

TECHNICAL DATA:
- TEMPERATURE RANGE: -33°C to +90°C

@ Pos.| A B C D E ®F cable diameter PART NO.
WITH PRESS INSERT |WITHOUT PRESS INSERT]

9 329 | 250 | 395 | 418 | 16.3 4.0 -6.3 6.4 -86 165X13419X

15 412 | 333 | 455 | 47.8 | 16.3 4.0 -6.3 6.4 - 86 165X13429X

25 | 549 | 470|525 | 548|163 65-85 8.6 -12.0 165X13439X

37 | T4 | 635 | 55.0 | 57.8 | 18.7 8.5-10.9 1.0 - 14.0 165X13449X

50 | 69.0 | 611 | 55.0 | 57.8 | 19.5 8.5-10.9 11.0 - 14.0 165X13459X
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