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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND
3mm BOOT

CRIMPSLEEVE
WITH 3mm BOOT ONLY

[S NOT TO BE USED

S00um BOOT

IN ANY WAY DETRIMENTAL TO THE

INTERESTS OF PANDUIT CORP.

PANDUIT P/N WEITGHT

1.00 Ib/100 PCS
[ 454.549/100 PCS ]

FSTMA* %

NOTES:

l.

SEE CURRENT CATALOG FOR ADDITIONAL PART
NUMBER SUFFIXES TO INDICATE COLOR AND/OR
PACKAGE QUANTITY.

ST BODY/FERRULE ASS'Y 2. ACCEPTS 62.5/125% AND 50/125um MULT IMODE -
GLASS OPTICAL FIBER CABLE.
3. MATERIALS:
CONNECTOR BODY/HARDWARE: NICKEL-PLATED ZINC
DUSTCAP BOOT: THERMOPLASTIC RUBBER
FERRULE: ZIRCONIA (CERAMIC)
.90 REF 4, COMPLIES WITH THE FIBER OPTIC PERFORMANCE
° ° REQUIREMENTS AS SPECIFIED BY TIA/EIA-568-B.3
[4853} 5. COMPATIBLE WITH TIA-EIA-B804-2 (FOCIS-2)
6. FERRULE DIAMETER: 2.4885/2.4985mm.
W *ﬁ 7. DIMENSIONS IN BRACKETS ARE METRIC [ mm ].
—— N
—
ST CONNECTOR WITH 3mm BOOT
(DUSTCAP REMOVED)
le— | .53 REF.
[39.0]
mil {4 = - FSTMA* *
ST SIMPLEX MULTIMODE CONNECTOR A
ST CONNECTOR WITH 900um BOOT
(DUSTCAP REMOVED) S — CUSTOMER DRAWING
PANDUIT
M01197BF _DC/018B
UNLESS OTHERWISE SPECIFIED, MATERIAL:
DIMENSIONAL TOLERANCES ARE: IN [ mm]]
X XXX+, 010 [ 3]
Xxx o+ 030 .81 ANGLES #
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